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Part numbers

Notes

Outlet connection

Key contact numbers

- Factsheet

Carbon Dioxide

- 99.8% carbon dioxide
- Conforms to BS 4105 part 1

Cylinder Cylinder contents ~ Maximum filled Approx. dimensions APProx. gross

size volume (kg) pressure 15°C (bar)  incl. valve and guard cylinder weight
where supplied (mm)  (kg)

VB/LB 6.35 50 140 x 500 17

VK/LK 34.00 50 230 x 1460 99

Manifolded cylinder  Cylinder contents ~ Maximum filled Approx. dimensions Approx. gross

pallets (MCP’s) volume (kg) pressure 15°C (bar)  incl. valve and guard cylinder weight
where supplied (mm)  (kg)

WV/WL 510 50 1280 x 1710 x 830 1700

(15 x LK/VK)

1. Cylinder sizes VB, VK and WV are for vapour withdrawal, LB, LK and WL are for liquid withdrawal. Not all
cylinders are available from all locations.

2. This is the outlet connection of the cylinder valve fitted to each cylinder, and which is designed primarily
to receive the gas pressure regulator.

3. Each cylinder valve incorporates a bursting disc safety device, designed to rupture at 180 - 200 bar.
Do not tamper with this disc.
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