
 

Electric Forward Plate Compactor PCLX 16/45E 

110V Forward Plate Compactor 450mm PCLX 16/45E 
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Machine Specifications Standard 
Width 450 mm 

Operating Height 985 mm 

Operating Length 970 mm 

Storage Height 705 mm 

Storage Length 960 mm 

Plate Contact Area (W x L) 450 x 420 mm 

Weight 97 kg 

Motor Power 3 Hp / 2.2 kW 

Motor RPM 2800 rpm 

Motor Protection IP44 

Motor Voltage 110 V 

Static Pressure 517 kg/m² 

Centrifugal Force 16 kN 

Max. Gradient 20° 

Max. Ext Cable Length 25 mtr 

Travel Speed 27 m/min 

Sound Power Level 105 dB(A) 

3 Axis Vibration 3.04 m/sec² 

110V Forward Plate Compactor 380mm PCLX 12/40E 

 

Technical Data 

 

INTEGRATED ‘QUICK-ENGAGE’ 
WHEEL KIT 

 

2.2KW ELECTRIC MOTOR & 16KN 
VIBRATOR 

 

‘QUICK LOCATING’ HANDLE LATCH 
FOR INCREASED STABILITY WITH 

WHEEL KIT 



 

110V Forward Plate Compactor 380mm PCLX 12/40E 

 


